
UNIT mRad cm/100m in/100 yd

A 0.15 1.5 0.54

B 0.40 4 1.44

C 5.000 50 18.00

D 0.21 2.1 0.76

MSR RETICLE SUBTENSIONS

UNIT mRad cm/100m in/100yd

A 1.00 10 3.66

B 0.50 5 1.83

C 0.035 0.35 0.13

D 0.10 1 0.37

E 0.25 2.5 0.92

F 0.03 0.3 0.11

G 0.08 0.8 0.29

H 2.00 20 7.32

I 0.20 2 0.73

J 0.40 4 1.46
K 0.60 6 2.20

L 0.80 8 2.93

M 0.02 0.2 0.07

N 0.03 0.3 0.11
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M-SERIES

ITEM NUMBER

MAGNIFICATION

OBJECTIVE LENS DIAMETER (MM)

TUBE DIAMETER (MM)

FOCAL PLANE

FIELD OF VIEW AT 100 YD. (FT.) 
LOW/HIGH

EYE RELIEF (IN.) LOW/HIGH

EXIT PUPIL (MM) LOW/HIGH

LENGTH (IN.)

WEIGHT (OZ.)

DIOPTER ADJUSTMENT RANGE

RETICLE

ILLUMINATION CONTROL

ELEVATION ADJUSTMENT KNOB

WINDAGE/ELEVATION
CLICK VALUE

WINDAGE RANGE @ 100 M

ELEVATION RANGE @ 100 M

PARALLAX/FOCUS

PARALLAX/FOCUS RANGE

NITROGEN FILLED

OPERATING TEMPERATURE 
RANGE

LENS CAPS

WATERPROOF/FOGPROOF

BATTERY

SPECIAL FEATURES

WARRANTY

T-SERIES

Specifi cations subject to change without notice.

G2B MIL-DOT RETICLE SUBTENSIONS

6

6

4

4

2

2

642

UNIT mRad cm/100m in/100yd

A 10 100 36

B 0.5 5.0 1.8

C 0.5 5.0 1.8

D 0.2 2.0 0.72

E 0.06 0.6 0.22

F 0.5 5.0 1.8

G 1.0 10 3.6

H 0.06 0.6 0.22

J 0.06 0.6 0.22

K 5.0 50 1.8

L 2.0 20 7.2

SCR OR SPECIAL COMPETITION RETICLE SUBTENSIONS

RAPID DOT 5.56, 7.62 RETICLE SUBTENSIONS

UNIT mRad cm/100m in/100yd

A 10 100 36

B 0.4 4.0 1.4

C 1.0 10 3.6

D 0.21 2.1 0.47

M5Xi Military 
1-5x24 
(Rapid Dot 7.62)

M5Xi Military 
1-5x24 
(Rapid Dot 5.56)

M5Xi Military 
3-15x50
(G2B Mil-Dot)

M5Xi Military 
3-15x50 
(MSR)

M5Xi Military 
5-25x56
(G2B Mil-Dot)

M5Xi Military 
5-25x56 
(MSR)

5570 5571 5572 5573 5525 5550

1-5x 1-5x 3-15x 3-15x 5-25x 5-25x

24 24 50 50 56 56

30 30 34 34 34 34

2nd 2nd 1st 1st 1st 1st

118.1 - 23.7 118.1 - 23.7 39.7 - 7.9 39.7 - 7.9 23.6 - 4.6 23.6 - 4.6

3.5 – 4.3 3.5 – 4.3 3.5 – 4.3 3.5 – 4.3 3.5 – 4.3 3.5 – 4.3

11.5 - 7.2 11.5 - 7.2 10.4 - 3.3 10.4 - 3.3 9.8 - 2.2 9.8 - 2.2

11.6 11.6 14.2 14.2 16.6 16.6

21.2 21.2 32.5 32.5 36.3 36.3

+2 to -3 +2 to -3 +2 to -3 +2 to -3 +2 to -3 +2 to -3

Rapid Dot 7.62 Rapid Dot 5.56 G2B Mil-Dot MSR G2B Mil-Dot MSR

Rotary Digital 
Control with 
Intermediate Stops

Rotary Digital 
Control with 
Intermediate Stops

Rotary Digital 
Control with 
Intermediate Stops

Rotary Digital 
Control with 
Intermediate Stops

Rotary Digital 
Control with 
Intermediate Stops

Rotary Digital 
Control with 
Intermediate Stops

Resettable Zero Resettable Zero
Duo Scale™ / 
Resettable Zero

Duo Scale™ / 
Resettable Zero

Duo Scale™ / 
Resettable Zero

Duo Scale™ / 
Resettable Zero

1 cm (0.1 mrad) 1 cm (0.1 mrad) 1 cm (0.1 mrad) 1 cm (0.1 mrad) 1 cm (0.1 mrad) 1 cm (0.1 mrad)

160 cm (16 mils) 160 cm (16 mils) 60 cm (6 mils) 60 cm (6 mils) 60 cm (6 mils) 60 cm (6 mils)

320 cm (32 mils) 320 cm (32 mils) 260 cm (26 mils) 260 cm (26 mils) 260 cm (26 mils) 260 cm (26 mils)

Fixed Fixed Side Focus Side Focus Side Focus Side Focus

328 ft. 328 ft. 164 ft. to Infi nity 164 ft. to Infi nity 164 ft. to Infi nity 164 ft. to Infi nity

Yes Yes Yes Yes Yes Yes

-13° F to +145° F -13° F to +145° F -13° F to +145° F -13° F to +145° F -13° F to +145° F -13° F to +145° F

Yes Yes Yes Yes Yes Yes

Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft.

CR2450 CR2450 CR2450 CR2450 CR2450 CR2450

Adjustment Knobs 
100% Sealed

Adjustment Knobs 
100% Sealed

Adjustment Knobs 
100% Sealed

Adjustment Knobs 
100% Sealed

Adjustment Knobs 
100% Sealed

Adjustment Knobs 
100% Sealed

Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty

UNIT mRad cm/100m in/100yd

A 10 100 56

B 5.0 50 18

C 2.0 20 7.2

D 4.0 40 14.4

E 1.0 10 3.6

F 10 100 36

G 5.0 50 18

H 1.0 10 3.6

J 0.2 2.0 0.72

K 0.4 4 1.44

L 0.1 1.0 0.36

M 0.2 2.0 0.72

N 0.05 0.5 0.23

P  0.15 1.5 0.54

Q 4.0 40 14.4

R 0.6 6.0 2.16

S 0.5 5.0 1.8

T 1.5 15 5.4

3TR RETICLE SUBTENSIONS

T5Xi 
1-5x24
(3TR 5.56)

T5Xi 
1-5x24
(3TR 7.62)

T5Xi 
3-15x50
(SCR)

T5Xi 
5-25x56
(SCR)

5101 5102 5112 5122

1-5x 1-5x 3-15x 5-25x

24 24 50 56

30 30 34 34

2nd 2nd 1st 1st

108 - 21 108 - 21 36 - 7.3 21.5 - 4.3

3.5 – 4.3 3.5 – 4.3 3.5 – 4.3 3.5 – 4.3

11 - 4.8 11 - 4.8 12 - 3.4 11.2 - 2.3

11.3 11.3 13.1 16.6

19.4 19.4 29.8 33

+2 to -3 +2 to -3 +2 to -3 +2 to -3

3TR™ 5.56 3TR™ 7.62 SCR™ SCR™

Illuminated Reticle with 
4-Night/7-Day Levels

Illuminated Reticle with 
4-Night/7-Day Levels

Illuminated Reticle with 
4-Night/7-Day Levels

Illuminated Reticle with 
4-Night/7-Day Levels

Resettable Zero Resettable Zero Resettable Zero Resettable Zero

1 cm 1 cm 1 cm 1 cm

300 cm (30 mils) 300 cm (30 mils) 150 cm (15 mils) 150 cm (15 mils)

300 cm (30 mils) 300 cm (30 mils) 340 cm (34 mils) 260 cm (26 mils)

Fixed Fixed Side Focus Side Focus

100 yd. 100 yd. 25 yd. to Infi nity 50 yd. to Infi nity

Yes Yes Yes Yes

-13° F to +145° F -13° F to +145° F -13° F to +145° F -13° F to +145° F

Yes Yes Yes Yes

Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft. Submersible to 33 ft.

CR2450 CR2450 CR2450 CR2450

Resettable Turrets, 
Second Rotation Indicator, 
Locking Diopter

Resettable Turrets, 
Second Rotation Indicator, 
Locking Diopter

Resettable Turrets, 
Second Rotation Indicator, 
Locking Diopter

Resettable Turrets, 
Second Rotation Indicator, 
Locking Diopter

Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty Heritage™ Warranty

  
Military/Government contracts may specify warranty policies that are different from the Steiner Heritage™ Warranty and supersede them.

E            .5 m @ Indicated Distance
F            5 cm @ Indicated Distance

5x-25x

mRad cm/100m in/100 yd

1.00 10 3.66

0.50 5 1.83

0.05 0.5 0.18

0.10 1 0.37

0.25 2.5 0.92

0.05 0.5 0.18

0.08 0.8 0.29

2.00 20 7.32

0.20 2 0.73

0.40 4 1.46
0.60 6 2.20

0.80 8 2.93

0.04 0.4 0.15

0.04 0.4 0.15

3x-15x


